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Zeller+Gmelin
The brand with the 
clear plus

Zeller+Gmelin is a medium-sized, international 
manufacturer of lubricants, printing inks and 
chemicals. The company with its head office in 
Eislingen/Fils was founded in 1866. 
With 16 subsidiary companies and many partners, 
we are well connected throughout the world and 
deliver our high-quality products to more than  
80 countries. We have understood and solved 
your problems for more than 150 years and will 
continue to do so in the future. This is how we  
create a tangible plus for our customers.  
Because we understand the customer and de-
velop solutions – reliably, flexibly and tailor-made.
 
Under the brand name Multicor, we supply you 
with high-quality corrosion protection agents  
and dewatering fluids for almost every applica-
tion in industry, from interim storage to overseas 
transport.

Multicor
Table of contents

+	 Multicor	 4

+	 Dewateringfluids	 6
 
+	 Solvent-based corrosion protection oils	 8

+	 Solvent-free corrosion protection oils	 10

+	 Greasy corrosion inhibitors	 10

+	 Cleaners	 15

+	 Awards	 16

+	 Locations	 18 

Please take a look at the current MSDS for all products offered.  

The MSDS are always available on demand.
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Reliable corrosion protection  
for a wide range of applications

For many years, we at Zeller+Gmelin have focused on preventing corrosion and 
researching its causes. With high-performance and economical corrosion pro-
tection agents, we can help you to significantly reduce the risk of corrosion. Our 
low-aromatic, barium-free, solvent-based and solvent-free corrosion protection 
agents make a significant contribution to improving your processes. Multicor 
products enable the temporary corrosion protection of your products after pro-
duction, during transport, during storage up to assembly.

 
Corrosion inhibitors offer protection with a system
 
+ Multicor DW 

Solvent-based dewatering fluids for infiltrating and displacing aqueous me-
dia from the metal surface, e.g. after washing or after processing workpieces 
with emulsions. Dewatering fluids form very thin but highly effective protec-
tive films for in-plant intermediate and packaging preservation. Degreasing 
is usually not necessary. The evaporation of the solvent generally leads to an 
increase in the concentration of the active ingredient as well as the viscosity. 
In application, this leads to a higher layer thickness of the resulting protec-
tive film. Although this does not impair the effect, it reduces the creep and 
penetration capacity over time. Therefore, close basins for immersion appli-
cation as much as possible after finishing the work.

+ Multicor LH 
Solvent-based corrosion protection agents form protective films of varying 
consistency (oily or waxy) and layer thickness and, due to their creeping pro-
perties, can also penetrate inaccessible areas of machined workpieces such 
as bores, etc. Depending on the type of film, degreasing can be carried out 
either watery/alkaline or with solvent cleaners possible.

+ Multicor LF 
Highly effective, solvent-free corrosion protection agents for the preservati-
on of ferrous and non-ferrous metals. Depending on the viscosity, protective 
films of different thicknesses are formed which do not resinify. Degreasing of 
the preserved parts is possible without any problems both aqueous/alkaline 
and with conventional solvent cleaners. 
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Dewateringfluids

Product

Multicor DW 2

Multicor DW 2 Plus

Multicor DW 3

Multicor DW 3 Plus

Multicor DW 3 Spezial 
Light

Multicor DW 3 Extra Light

Multicor DW 3 Ultra

Multicor DW VF 3 Plus

Description

Dewatering fluid with very intensive water displacement for 
mass and small parts as well as for surface preservation.

Dewatering fluid coats workpieces with a very thin film, high 
corrosion protection, easy to remove. Suitable for sea trans-
port.

Same application as DW 2 Plus, but higher flash point.  
Therefore slightly longer drying time. Suitable for sea transport.

Thin, easily sprayable dewatering fluid, high creep capacity 
e.g. for ticket machines, signalling systems, door locks.

 
Dewatering fluid for wet small and bulk parts. For internal 
temporary storage and transport within Central Europe, very 
low odour. 
 
Dewatering fluid with intensive water displacement, high  
corrosion protection for bulk and small parts, very low odour. 
 
Dewatering fluid with high corrosion protection, for bulk and 
small parts.

VOC-free dewatering fluid with intensive water displacement. 
Particularly suitable for the protection of galvanised steel gra-
des with very good protection against white rust. Suitable for 
sea transport.

Item no.

97760

20770

20960

20900

97000

90500

94080

28650

 
Flash point

 > 38 °C

 > 43 °C

61 °C

70 °C

 61 °C

 61 °C

 61 °C

 > 100 °C
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Protective film
Type & Strength

Vaseline-like
2–3 μm

slightly oily
2–3 μm

slightly oily
2–3 μm

slightly oily
2–3 μm

slightly oily
1–2 μm

waxy
0,5–1 μm

slightly oily
3 μm

oily
0,5–1 μm

 
Storage time 
inside

4–6 months

5–8 months

5–8 months

4–6 months

6–12 months

6–12 months

8–16 months

5–8 months

Storage duration  
outside (roofed)

2–3 months

3–6 months

3–6 months

2–3 months

3–6 months

3–6 months

5–8 months

3–6 months

Degreasing

aqueous-alkaline/ 
solvent

aqueous-alkaline/ 
solvent

aqueous-alkaline/ 
solvent

aqueous-alkaline/ 
solvent

aqueous-alkaline/ 
solvent

aqueous-alkaline/ 
solvent

aqueous-alkaline/ 
solvent

aqueous-alkaline/ 
solvent

Note: The information on the duration of protection is based on experience and may be exceeded or undercut depending 
on the application.



 
Flash point

> 38 °C

61 °C

61 °C

 61 °C

 61 °C

 
Storage time 
inside

> 24 months

8–16 months

> 24 months

8–16 months

8–12 months

Storage duration  
outside (roofed)

12–18 months

5–12 months

12–18 months

5–12 months

5–8 months
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Solvent-based  
corrosion protection oils

Product

Multicor LH 2 Plus

Multicor LH 3

Multicor LH 3 Plus

Multicor LH 3 Extra

Divinol Multifluid

Description

For the exterior preservation of machines of all kinds, spare 
parts, tools; light-coloured, transparent protective film, excellent 
corrosion protection, especially for outdoor storage. Suitable for 
sea transport.

Corrosion protection oil for storage preservation in protected 
areas of unpackaged sheet metal, pipes, prefabricated parts, etc.

High-quality long-term corrosion protection oil, also suitable for 
maritime and tropical climates, for exterior preservation of ma-
chines, spare parts, tools, etc. Suitable for sea transport.
 
Corrosion protection oil with low solvent content for bearing 
preservation of bare strips, sheets, pipes, rods, finished parts etc., 
with dewatering properties. 
 
Multi-purpose corrosion protection oil can be used as care and 
maintenance fluid, lubricating oil, moisture displacer. Also avai-
lable as multi-spray in spray cans. 
 

Item no.

23210

97120

05411

24680

22530
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Note: The information on the duration of protection is based on experience and may be exceeded or undercut depending 
on the application.

Protective film
Type & Strength

waxy, touch-dry
> 15 μm

oily
3–4 μm

waxy, touch-dry
> 15 μm

oily
3–5 μm

slightly oily
2–3 μm

Degreasing

solvent

aqueous-alkaline/ 
solvent

solvent

aqueous-alkaline/ 
solvent

aqueous-alkaline/ 
solvent



 
Storage time 
inside

12–16 months

6–10 months

12–16 months

12–24 months

Storage time 
inside

> 24 months

Storage duration  
outside (roofed)

8–12 months

3–6 months

8–12 months

8–16 months

Storage duration  
outside (roofed)

12–18 months

 
Flash point

> 140 °C

> 130 °C

> 180 °C

> 150 °C

 
Flash point

n.a.

Protective film
Type & Strength

oily
2–3 μm

oily
3–4 μm

oily
3–5 μm

oily
10–20 μm

Protective film
Type & Strength

touch-dry

Degreasing

aqueous-alkaline/ 
solvent

aqueous-alkaline/ 
solvent

aqueous-alkaline/ 
solvent

aqueous-alkaline/ 
solvent

Degreasing

solvent
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Product

Multicor LF 25 VCI

Multicor LF 30

Multicor LF 65 Extra

Multicor LF 80

Product

Divinol Kettenfett

Description

Medium viscosity, highly effective corrosion inhibitor. With ad-
ditional protection due to the VCI inhibitor in the vapour phase.

Corrosion protection oil with hand perspiration neutralising 
substances for the preservation of machines, tools etc. in pro-
tected areas.

Medium viscosity corrosion inhibitor with pronounced 
corrosion protection. For bright steel and galvanised steel 
qualities, e.g. rolling bearings, steel strip, etc.

High-quality long-term corrosion protection oil, also suitable 
for maritime and tropical climates, for exterior preservation of 
machines, spare parts, tools, etc.
 

 

Description

Grease-like corrosion protection agent for the hot preserva-
tion of motorbike, bicycle and transport chains.

Item no.

31690

81470

29680 

08900

Item no.

21160
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Note: The information on the duration of protection is based on experience and may be exceeded or undercut depending 
on the application.

Greasy  
corrosion inhibitors

Solvent-free  
corrosion protection oils
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Cleaners (Selection)

Product

Divinol 
Spritzreiniger 1572

Divinol
Spritzreiniger 1805

Divinol
Spritzreiniger  
HD 1342

Product

Divinol
Reiniger 65

Divinol  
Cleaner 7041 MA

Item no.

97140

97510

13420

Item no.

30980

70410

Recommended use 
 
Temperature in spraying 
systems: 30–70 °C.
Dosage: 5–50 ml/l
Application time: 1–10 min.

Temperature in spraying 
systems: 40–80 °C. 
Dosage: 5–50 ml/l
Application time: 1–10 min.

Temperature in spraying 
systems: > 30 °C.
Dosage: 5–15  ml/l
Application time:  
10 sec. – 3 min.

Recommended use

Apply the cleaner by 
immersion, brush, sponge 
or brush. Then rinse parts 
with the cleaner.

Undiluted application of 
the cleaner in solvent cle-
aning systems for batch 
cleaning.

Description

Liquid neutral cleaner for cleaning 
and degreasing metals by spray-
ing, suitable for ultrasonic cleaning 
systems. Leaves temporary corrosion 
protection.
 
Liquid, alkaline cleaner for cleaning 
and degreasing metals by spraying.
Leaves behind temporary corrosion 
protection. High cleaning effect for all 
types of soiling.

Liquid, slightly alkaline degreasing 
concentrate for cleaning and degrea-
sing metals and plastics by spraying, 
dipping and ultrasonic methods. Also 
suitable for high-pressure applications. 
Leaves behind temporary corrosion 
protection.

Description

Universal solvent cleaner for removing 
oil, dirt and gumming. Medium solvent 
content (evaporation number 65/com-
parison ether=1) - cleaner evaporates 
residue-free.
 
 
 
 
 
 
 
Cleaner for polar and non-polar soiling 
on different materials.

Range of  
application

for all metals 
 
 

 
 
for iron, steel; 
aluminium only 
conditionally

for iron, steel, 
copper and alu-
minium, and for 
plastics

 
Flash point

– / > 61 °C

– / 63 °C

Aqueous-alkaline cleaners

Solvent cleaner

Modified alcohols

The selection of the appropriate solvent cleaner depends on the evaporation number and flash point of the cleaners in coordi-
nation with the respective cleaning systems. The currently valid MAK values for commercial use according to TRGS 900 must be 
complied with when using solvent-free cleaners (sufficient ventilation/extraction systems).

The selection of the respective spray cleaner depends on the material to be cleaned and the type of cleaning system.
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Awards
Anyone who receives the Bosch Global Supplier Award should be considered 
as one of the best industrial suppliers in his sector:
Zeller+Gmelin received the award for the sixth time already in the category
»Indirect Purchasing«.

The criteria of quality, cost awareness, innovation and logistics were decisive 
for the awarding of the Bosch Global Supplier Award.
The motto of the 2017 award ceremony was »Partners in Success«.

Awards: 
2017 / 2015 / 2013 / 2010 / 2005 / 2003
Supplier Award for the best lubricant  
supplier of the Bosch Group.
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Canada
Zeller+Gmelin ULC

USA
Zeller+Gmelin Corp.

Netherlands
Zeller+Gmelin B.V.

Poland
Zeller+Gmelin Sp. z.o.o.

Italy
Zeller+Gmelin S.R.L.

México
Zeller+Gmelin 

de México S. de R.L. de C.V. England
Zeller+Gmelin UK Ltd.

France
Zeller+Gmelin SARL

Czech Republic
Zeller+Gmelin s. r. o.

Turkey
Zeller+Gmelin Ltd. Şti.

China
Zeller+Gmelin (Suzhou) Co. Ltd.

Spain
Zeller+Gmelin

Germany
Zeller+Gmelin GmbH & Co. KG

ZG Fluidmanagement

SÜDÖL Mineralöl-Raffinerie GmbH

SÜDÖL GmbH

SÜDÖL Recycling GmbH

We are your plus.

At home +
Abroad

Zeller+Gmelin has got offices worldwide, plus its head office in  
Eislingen in Baden-Württemberg. Our name stands for reliability 
and quality, at all times. Our subsidiaries and partners with all 
their employees ensure this on a worldwide basis.

The distinct expertise of our sites and our smooth cooperation 
are beneficial not just to us, the company as a whole – but also  
to you, the customer.

The concentrated competence and understanding of processes, 
application and development, coupled with problem-solving 
skills and personal advice, are what make Zeller+Gmelin a global 
figure when it comes to understanding and solving your problems.



Zeller+Gmelin GmbH & Co. KG · Schlossstraße 20
73054 Eislingen/Fils · Germany
Phone: +49 7161 802-0 · info@zeller-gmelin.de 
www.zeller-gmelin.de

1P345011–1021


